Installing Your Plug-In GPS Tracking Device

**Step 1** Locate the OBDII connector in your vehicle.
The connector is required to be within two feet of the steering wheel. If you cannot locate the connector, please reference your vehicle’s owner manual.

**Step 2** Plug the device into the OBDII connector in your vehicle.
You may use the enclosed zip tie to secure the device and prevent tampering. The first time you plug-in the device, you will need to start your car in order for tracking to start. Use the LED indicators to ensure that you have good GPS and Cellular signals (figure 1).

**Step 3** You should see your car’s location on the map after your device is installed and you’ve activated it on our site.

Installing Your Wired GPS Tracking Device

Wiring the device into a vehicle is an easy installation. The device has a series of wires, you will only need to attach three of these wires to your vehicle (the additional wires are for future features or functions). The three wires you need are: the Red Wire (Power), the longer of the two Black Wires (Ground) and the White Wire (IGNITION SENSE). Follow these steps to install the device:

1. Find the constant Red Power Wire in your vehicle. Cut and strip this wire.

2. Cut and strip the Red Wire on the device.

3. Connect the two Red Wires and crimp. This connection provides power to the device.

4. Strip the Black Wire on the device.

5. Connect the device Black Wire to your vehicle’s chassis. This connection serves as a ground for the device.

6. Locate the vehicle’s ignition wire (reference the vehicle’s wiring diagram in order to locate). **Verify the Ignition Wire by measuring the operating voltage while the key is turned to the ON or START position (the voltage should read 0 VDC when the key is in the off position, and typically between 11V and 14V when in the ON position).**

7. Strip the White Wire on the device and connect it to the vehicles Ignition Wire. This connection allows the device to report ignition OFF and ON events.

8. A plastic zip tie is enclosed to secure the device under the vehicle dash with the label that reads (Label Side Down) facing down.

9. Following installation, allow 5-10 minutes for the device to power up and obtain a Cellular and GPS fix. Use the LED indicators to ensure that you have good GPS and Cellular signals (figure 1).